
NE3 & NE4
certified

AIRJET 80 

The AIRJET 80 from Breitbandtechnik is a blowing device for blowing FTTx microcables into the
interior and exterior of buildings or business premises. The AIRJET 80 is operated using
only a standard cordless screwdriver.

Technical details:

Drive: Standard cordless screwdriver		  Max. pressure: 16 bar (232 psi)

Range: up to  800 m				    Fiber/cable: 0.8–4.0 mm 

Tube outer Ø: 3.0–12.0  mm			   Max. speed: bis zu 100 m/min 

Thrust: up to 50 N	 			   Air flow rate:200 – 400 l/min		  	 	  

Product dimensions and weight: L 11 cm, W 12 cm, H 12 cm, weight: 1.6 kg

Vorteile:

• Extremely compact and handy			   • Includes tripod for comfortable working
• Integrated compressed air connection		  • Tool-free operation and conversion
• Short preparation time (< 3 min.)			   • Adjustable clamping force
• Suitable for indoor and outdoor cables		  • Simple and intuitive operation
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www.airjet-cable.com+49 7022 27996-0 / info@breitbandtechnik.de



+49 7022 27996-0 / info@breitbandtechnik.de
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Features:

• Suitable for FTTx micro cables Ø 0.8 to 4.0 mm in micro tubes Ø 3.0 to 12.0 mm
• Can also be used as a pure insertion device – without compressed air
• Modular system allows adaptation to different pipe/cable sizes
• Can be operated with or without compressed air
• Long range 

Scope of delivery:

AIRJET 80, transport box for device and accessories, tripod with ball head in bag, extensive accessories, 
1 × bottle of blowing oil
 
Item number: 240080


