
ZTV40
certified

AIRJET 150 

The AIRJET 150 is a next-generation fiber blowing system, featuring electric DuoSync drive technology and intelligent 
software. Its advanced fiber optic blowing technology supports fiber installation across network levels 1 to 4, providing 
comprehensive assistance to installers and ensuring exceptionally high installation quality.

Technical Details:

Power Supply: two independent batteries		  Control Unit: tablet

Application Range: network level 1–4			   Fiber/Cable: 0.8–6.0 mm 

Outer Tube Diameter Ø: 7.0–16.0 mm			   Max. Speed: up to 140 m/min 

Pushing Force: up to 150 N	 			   Recommended Airflow: from 200 l/min from 11 bar	  

Max. Pressure: 15 bar (218 psi) 

Product Dimensions and Weight: L 25 cm, W 22 cm, H 34 cm, Weight: 10.6 kg

Characteristics:

• Crash test function 			   • Adjustable surface pressure

• Tool-free operation			   • Handy and robust				  

• Logging (ZTV-40)			   •  Device complies with Deutsche Telekom standard ZTV40 
• Cloud-based data backup

Scope of Delivery:

AIRJET 150, 8 drive wheels, 1 knurled wheel, empty conduit clamp made of brass and pipe seal (7.0 mm | 10.0 mm), 
transport box, fiber optic cable seals (2 eac): 1.0 mm, 1.5 mm, 2.8 mm, 3.5 mm and 4.0 mm

Item number: 240410
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www.airjet-cable.com+49 7022 27996-0 / info@breitbandtechnik.de


