
ZTV40
certified

AIRJET 300 

The AIRJET 300 offers comprehensive monitoring functions, including an integrated pressure testing unit for high 
and low pressure in accordance with ZTV-40. This checks the suitability of the pipe routes in network levels 2 and 3 –
a function that is exclusively available with AIRJET. The blowing machine is suitable for efficient fiber optic cable laying 
at all network levels, but due to its performance, we particularly recommend it for use on long distances.
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www.airjet-cable.com+49 7022 27996-0 / info@breitbandtechnik.de

Technical Details:

Power Supply: battery	 				    Control Unit: tablet

Application Range: network level 1–3			   Fiber/Cable: 2.5–13.5 mm

Outer Tube Diameter Ø: 7.0–50.0 mm			   Max. Speed: up to 140 m/min

Pushing Force: up to 400 N				    Recommended Airflow: 3.200 l/min at 15 bar	  

Max. Pressure: 15 bar (218 psi)

Product Dimensions and Weight: L 55 cm, W 34 cm, H 33 cm, Weight: 19.6 kg

Features:

• Pressure testing unit (ZTV-40)			   • Adjustable surface pressure			    
• Tool-free operation					     • Handy and robust				     
• Logging (ZTV-40)					     • Cloud-based data backup

Scope of Delivery:

AIRJET 300, adjustable tablet holder, Cable entries (5.0 mm | 10.0 mm), cable glands (3.0 mm | 5.0 mm | 8.0 mm), conduit 
seals and conduit clamps (7.0 mm | 10.0 mm | 12.0 mm), Transport box, fiber optic cable seals (2 each: 2.8 mm | 3.5 mm | 
4.0 mm | 6.5 mm | 7.0 mm | 8.0 mm | 8.5 mm)

Item number: 240000


